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DUROSTICK D-22  Water - oil repellent for marbles & granites 

1.4 Installation - protection & maintenance products for tiles - marbles

PROPERTIES 
Water and oil repellent, siloxane based 
liquid, with high penetrating properties 
(micro technology). Its protective 
action creates an invisible superficial 
film, which does not chip and does not 
get slippery. It prevents staining from 
oil, wine, refreshments, ink, rust, pet 
litter, atmospheric impurities, etc. 

APPLICATIONS  
D-22 is applied easily and quickly 
on marble and absorbent granite on 
building facades and prevents the 
absorption of atmospheric impurities 
for at least 4 years, resulting to easier 
cleaning. Necessary for kitchen 
counters, statues, pebbles of any size 
and color, monuments, floors, walls 
and pebbles (pic. 2). D-22 prevents 
the absorption of stains at polished or 
unpolished marbles, at balconies and 
interior spaces (pic. 1) that occur after 
watering plants.

USE
1. Surface preparation  
Polished surfaces: In order to 
obtain extra oil repelling properties, 
clean with DUROSTICK BIO CLEAN 
biodegradable cleaner (for tile-granite-
marble joints).
Non-polished surfaces: In case of 
old and extremely stained marbles, 
the use of marble cleaner DUROSTICK 
D-21, is recommended.
2. Application
D-22 is applied undiluted, with a paint 
roller or brush, on dry, free of dust 
surfaces. If the surface is porous, two 
layers are required, the second one 
following 2-3 hours after the first one. 
Residues can be removed with a dry 
and soft, fuzz free cloth. 
If you require shiny surfaces, the use 
of DUROSTICK D-25 self-shining floor 
polish for marbles, is recommended.

TECHNICAL SPECIFICATIONS
Form - Color Liquid - Transparent

Specific gravity 0.77±0.04 kg/lt

Gloss Mat

Application temperature From +5 °C to  +35 °C

Set to light foot traffic After 12 hours

Waterproofing life period 2 years (external waterproofing)
5 years (internal waterproofing)

Water absorption factor W≤0.5 kg/m²√ h

EU limit value of maximum V.O.C. content (Directive 2004/42/CE) for this product 
(Category A/h «Binding primers», type SB): 750 gr/lt (2007), 750 gr/lt (2010). Ready to 
use product contains maximum 672 gr/lt V.O.C..

CONSUMPTION

 100-150 ml/m² per layer

STORAGE

Store in shady spaces, away from any heat source, for at least 2 
years from production date. 

SAFETY DIRECTIONS

This product is classified as harmful. It is recommended to keep 
out of reach of children and to use in well ventilated spaces. 
Consult the safety information on the package or the Safety Data 
Sheet before use.

NOTE

The product, after drying, does not cause any health or 
environmental risk.

PACKAGING

Carton box: 15 pcs of 1 lt
Carton box: 6 pcs of 2.5 lt
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