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6.8 Epoxy painting systems

DUROSTICK QUARTZ SAND granulometry 0 - 0.5 mm 
6.8 Epoxy painting systems

DUROEPOXY FLOOR PRIMER SF Two component epoxy primer, solvent-free

PROPERTIES
High quality solvent-free clear epoxy 
primer. 
Delivers high penetrating ability and in-
creased hardness which ensures supe-
rior resistance to abrasion. Spreading of 
the product will consolidate the substrate, 
resulting in unfaltering adhesion to the 
solvent free two component epoxy coat-
ing DUROEPOXY FLOOR SF.

APPLICATIONS  
Priming of cementitious surfaces to be 
coated with DUROEPOXY FLOOR SF.
Ensures total protection and the nec-
essary pre-treatment for the solvent 
free, two component epoxy paint.
It is used also for stabilizing cement 
base substrates, such as old and new 
concrete, on floors of industrial and 
warehousing facilities, wineries, dairy 
plants, galleys, slaughterhouses, car 
wash facilities and garages.  
It is recommended as substrate on 
bare wood and metal surfaces such as 
floors made from steel sheet, MDF or 
chipboard.

INSTRUCTIONS FOR USE 
1 Surface preparation
Careful substrate preparation is of ma-
jor importance to ensure satisfactory 
results. 
Cementitious surfaces 
Concrete grade shall be at least 
C20/25. The cement content in cement 
mortar must be 350 kg/m³, moisture 
shall not exceed 4% and also, at least 

28 days must be have lapsed after con-
struction.
The application surfaces shall be clean, 
thoroughly dry, porous and free from 
loose areas, dirt, grease and formwork 
oils.
DUROEPOXY FLOOR PRIMER SF is 
applied in a single coat. 
Metallic surfaces: recommended for 
metallic floors with particular abrasion 
resistance.
Wooden surfaces: effective and af-
fordable solution for attics floors with 
superior sealing properties.
2. Application
Empty the content of container Β in 
container Α and stir for at least 2 min-
utes using a power drill at low revs, un-
til a fully homogenised mix is obtained.
Then apply a single coat of DURO-
EPOXY FLOOR PRIMER SF.

CLEANING
Clean tools with DUROSTICK THIN-
NER 201, immediately after use. 

TECHNICAL SPECIFICATIONS

Chemical basis Two component epoxy resin 
solvent free

Hue Clear

Mix specific gravity 1.05±0.04 kg/lt

Mixing ratio A to B 100/55 by weight

Pot life 40-50 minutes at 20 °C

Application temperature From +10 °C to +35 °C

Time to recoat At least 20 hours

Drying time Approximately 24 hours, depending on ambient 
temperature and humidity

CONSUMPTION

200-300 gr/m² per coat

STORAGE

Stored in tightly closed packages, in dry and shady areas for a 
minimum of 12 months after production date.

SAFETY DIRECTIONS

The product is classified as irritant. It is recommended to be kept 
out of reach of children. Before using, refer to the cautions on the 
product's package or in the material safety data sheet.

NOTES

• Epoxy systems are sensitive to ambient temperature and humid-
ity until their full curing. Increased temperatures will result in 
shortening the working time of the mix, while high humidity will 
result in dull or discoloured surface spots as well as prolonging 
the final curing time.

• After mixing both components, an increase in mix temperature 
will be observed.

• After full curing, the product is harmless to health and to the 
environment.

PACKAGING

Can, 5 kg (A=3.20 kg, B=1.8 kg) 


