
191

4.
 A

DH
ES

IV
E 

PR
OD

UC
TS

DUROSTICK 20 EPOXY ADHESIVE’ In plasticine form

CONSUMPTION
Depending on application

STORAGE
Stored in shaded areas with low moisture,
for 18 months from production date.
SAFETY DIRECTIONS
The product is classified as irritant and corrosive. It is recommend-
ed to keep it locked and out of reach of children. Before using, 
refer to the cautions on the product's label or in the material safety 
data sheet.
NOTES
• Epoxy systems are sensitive to ambient temperature and hu-

midity until their full curing. Increased temperatures will result 
in shortening the working time of the mix, while high humidity 
will result in dull or discoloured surface spots as well as pro-
longing the final curing time. After mixing booth components, 
an increase in mix temperature will be observed.

• After full curing, the product is harmless to health and to the 
environment.

• Thorough homogenisation is necessary before application
   (uniform colour must be obtained).

PACKAGING
Set, 24 pcs. 56 gr

TECHNICAL SPECIFICATIONS 
Colour Α=Green, Β=White, End colour= Light green

Treatment time 4–7 mins.

Curing time 20 minutes at 25 °C 

Moisture resistance Excellent

Resistant to organic solvents, acids and 
alkalis Excellent

Temperature resistance From -30 °C to +145 °C 

Resistance to aging Excellent

Shrinkage Negligible

Tension strength 45 Ν/mm2

Compressive strength 130 Ν/mm2

Flammable No

Can be painted with any coating Yes

4.3 Epoxy adhesives - resins and primers 4.3 Epoxy adhesives - resins and primers 

PROPERTIES
Two-component epoxy adhesive - put-
ty in plasticine form. 
Suitable for bonding, repairing and 
sealing of similar or different materials 
such as metal, wood, marble, concrete, 
glass, fibreglass, ceramics, porcelain 
etc., except for polyethylene and teflon.
I ts  handy package,  impressive 
strength and ability to allow filing and 
painting make it an indispensable ma-
terial for hundreds of applications.

APPLICATIONS
Infinite applications for plumbers, ma-
chining fitters, cooling system fitters, 
car body shops and all DIYers.
Ideal for all kinds of bonding jobs, for 
sealing and waterproofing at home or 
in vehicles and recreational boats.

Seals holes, stops leaks in heating 
system radiators, (fig. 2) water and fuel 
tanks, vehicle oil sumps, radiators and 
exhausts (fig. 1), recreational boats, 
washing machine drums, porcelain or 
ceramic articles etc.

INSTRUCTIONS FOR USE
The surface must be cleaned from oil, 
rust or loose areas. Cut the required 
slice of material and knead until a uni-
form paste is obtained.
Immediately apply the quantity on the 
surface. If necessary, smoothen the 
material with a wet finger or sponge.
Clean residues with ethanol or water 
immediately after use.
Can be painted after 30 minutes. 
Store the remainder in the original 
package.

fig. 1

fig. 2
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